SPECIFICATIONS :
# Screen Size: 12" Touch screen

& Fetal Heart Rate : (FHR)

Transducer : Multi-crystals, wide beam,
Pulse Doppler, High Sensitivity.

» Wireless connection for FHR, Toco

And Event Marker

® Strength : SMw/cm2

e Dimension : 350x320x85(mm) (LW H)

# Working frequency : 1.0 MHz

# Signal processing : special digital signal

# Measurement Range : 50-210 BPM / 30-240 BPM

® Alarm Range
High Limit : 1680, 170, 180,190 BPM
Lower Limit : 80, 100, 110, 120 BPM

& Maximum Audio output: : 1.5 W

Fetal Monitor

k, Wireless
= Fetal Monito

T ——
"

Model L-8
(Wireless)

TOCO Measurement Range : 0-100 units
® Display :
Color TFT displays FHR, TOCO, FM, TIME,
DATE, VOLUME
® Freeze and Review option
® Resolution : 800x600
® Scoring : (Fisher & Kreb) Facility
® Memory : 35 hours data memory
® Marker ;: Auto & Manual Fetal Movement.
Environmental : Working (Transport & Storage)
® Atmospheric pressure : 86 Kpa - 106 Kpa
e Temp :+5°-40°C (-10°-55°C)
® Humidity : <85% (<93%)
e Battery : lithium battery (back up 3 hours)
* Power Supply : AC 100-240V, 50/60Hz
¢ Power Consumption : 45VA
# Net Weight : 3.5 kg




